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Protection current transformer for indoor use

CTPU

Product catalog and reference price list



Technical parameters Values 

Highest voltage of equipment 0,72 kV 

Rated frequency 50 or 60 Hz 

Class of insulation B 

Protection degree IP20 

Primary rated current 50 …  600 A 

Secondary rated current 1 or 5 A 

Burden 1 … 10 VA 

Accuracy class of protection windings 5P or 10P 

Protection factor 5 … 50 

 

 

Product description 

The current transformers type CTPU, are 

designed for indoor use, in electric distribution 

panels for protection. 

They are designed to be resistant up to 0,72 kV 

insulation level, molded in polyurethane  resin. 

The transformer mounting inside the panel, is 

realizing through the plastic base bracket with four 

screws. 

The transformer can be mounted in any position. 

During operation, the end terminals of used 

secondary windings, must be obligatory connected 

to the ground connection. 

CTPU transformers are usually manufactured 

with one secondary winding but on request can be 

manufactured with two secondary windings. 

Tightening torque: 

M3 - 0,6 … 0,8 Nm 

 

 

 

 

 

Technical parameters  

The design and execution of transformers are 

realized according to IEC 61869 - 2. 

Primary rated current: 

Up to 500 A 

Secondary rated current: 

1 or 5 A 

Accuracy class: 

- Protection class: 5P, 10P. 

- Protection factor: 5 … 50 

The maximum limit of burden on secondary 

winding for voltage instrument transformer depends 

by the required accuracy class. 

Frequency: 50 or 60 Hz. 

Altitude: max. 1000 m. 

Ambient operation temperature: 

- 5 … + 40 °C. 

Ambient transportation and storage temperature: 

- 40 … + 55 °C. 

The transformers with other parameters and 

according to other standards can be manufactured 

upon customer request. 

 

Connection example: 
 

P1 P2

1S1 1S2

Primary conductor

2S1 2S2        

P1 P2

1S1

Primary conductor

1S2  
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Reference prices for CTPU transformers 

Product 

code 

Ratio 

< kV > 

Burden 

< VA > 
Class 

Short Circuit 

Current 

Cable 

diameter (A) 

< mm > 

Price 

Euro 

without VAT 

CTPU 50 / 1 2,0 5P10 100 x In 50  

CTPU 100 / 1 2,0 5P10 100 x In 50  

CTPU 150 / 1 2,5 5P10 100 x In 50  

CTPU 200 / 1 2,5 5P10 100 x In 50  

CTPU 250 / 1 2,5 5P10   60 x In 50  

CTPU 300 / 1 2,5 5P10   60 x In 50  

CTPU 400 / 1 5,0 5P10   60 x In 50  

CTPU 500 / 1 5,0 5P10   60 x In 50  

CTPU 600 / 1 3 5P30   60 x In 50  

CTPU 600 / 1 10 5P15   60 x In 50  

*The price for other burdens will be calculated upon customer request 

 

 
 

 

 

 

 

 

* Click on 3D view to download the STEP file 
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http://necom.ro/wp-content/uploads/2017/09/CTPU-A45.zip
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